CEED VERTICAL METAL
@ CUTTING BAND SAWS

&HYDRAULIC POWER HACK SAWS

PRECISION « EFFICIENCY -+ RELIABILITY -« VERSATILITY

KVAscn:s
KV SERIES
KP SERIES
KB SERIES

- 0




KV kv-40-50-60-100

VERTICAL METAL CUTTING BAND SAWS

l STANDARD ACCESSORIES:

« Saw blade butt welder with
integrated annealing unit .
< Blade shear,grinder.
= Built-in blaole and tire
cleaning brush.
« Low voltage working lamp.
«One set of required tools.
= One instruction and
parts manual.

B OPTIONAL ACCESSORIES:

= Rip Fence
for straight ,repeated cuttings ™
easily removable for varied si.

= Miter Protractor
for angular cutting.

= Groove Table.

I SPECIFICATIONS:

MODELS UNIT KV-40 KV-50 KV-60 KV-100
Cutting | bladeto colum | mm (in) 410 (16%) 520 (20)%) 600 (23% ) 1000 (89% )
capacity | max,work height | mm (in) 300 (11%:) 310 (12%) 300 (11'%) 300 (111
Table size mm (in) [600x500 (23J x19%5 )| 600x500 (231 x19% )| SIX00(BF72197a) | €00x500 237z X187z
Table inclination(4ways) 15° 15° 15° 15°
Saw blade length mm (in) 3350 (132) 3880 (1583) 3970 (156 %) 4540 (178 %)
Saw blade width mm 3-16 3-16 3-16 3-16
Saw blade speeds m/min(fpm) Low 20-85m/min (65-280fpm) High 120-500m/min (400-1640fpm)

Buit welder capacity mm (in) 2.4KVA 3-16mm ( Y5 - % )
Drive motor HP (KW) 2HP (1.5) 2HP (1.5) 2HP (1.5) 2HP (1.5) P
Net weight (approx.) kgs (lbs) 440 (970) 500 (1102) 700 (1542) 800 (1763)
Gross weight (approx.) kgs (Ibs) 560 (1234) 620 (1366) 820 (1807) 920 (2028)

. 1200x760x2100 1300x760x2140 1420x760x2140 1770x760x2140
Measurement (LxWxH) MM (0 | (475,209, x821%) | (513,x29%%,x84%,) | (55%,x29%, x845,) | (69%.x29%. x84 I,

@ All specifications and designs are subject to change without notice.



KV-A kv-40A-50a-60A-100A

TABLE AUTOMATIC FEED ASSEMBLY
¢ VERTICAL METAL CUTTING BAND SAWS

KV-50A

l STANDARD ACCESSORIES:

Saw blade butt welder with

KV-100A integrated annealing unit .

- Blade shear,grinder.

= Built-in blaocle and tire
cleaning brush.

« Low voltage working lamp.

« One set of required tools.

« One instruction and parts manual.

= Rip Fence

for straight ,repeated

cuttings easily removable

for varied size.

= Miter Protractor for
angular cutting.

« Groove Table.

ll SPECIFICATIONS:
MODELS UNIT KV-40A KV-50A KV-60A KV-100A

Cutting throat depeth mm (in) 410 (16%) 520 (20%) 600 (23 %) 1000 (39 %)
capacity | max,work height | mm (in) 300 (11'%) 310 (123%) 300 (11%;) 300 (117%;)
Table size mm (in) | 660x700 (26x27 %) | 660x700 (26 x27 %;) | 660x700 (26x27'2) | §90<700 (26x27 a1
Table inclination(2ways) L5° R15° L5" R15° L5" R15° L5° R15°
Table stroke mm (in) 350 (13%;) 350 (13%;) 350 (13%:) 350 (13%)
Saw blade length mm (in) 3350 (132) 3880 (153) 3970 (156 %s) 4540 (178%)
Saw blade width mm 3-20 3-20 3-20 3-20

Saw blade speeds m/min(fpm Low 20-85m/min_(65-280fpm) High 120-500m/min (400-1640fpm)

#utt welder capacity mm (in) 4.2KVA 3-20mm (% -'%;)
ive motor HP (KW) 2HP (1.5) 2HP (1.5) 2HP (1.5) 2HP (1.5)
_Net weight (approx.) kgs (Ibs) 590 (1298) 650 (1430) 850 (1870) 950 (2090)
Gross weight (approx.) kgs (Ibs) 710 (1562) 770 (1694) 970 (2134) 1070 (2354)
. %21 % 1
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® All specifications and designs are subject to change without notice.




KP kp-200-225-280-320 - 380 -450

I SPECIFICATIONS:
MODELS |UNIT| KP-200 | KP-225 | KP-280 | KP-320 | KP-380 | KP-450
Cutting @ |mm(n)| 200(7%) | 225(8%) 280(11) | 320(12%) 380(15) | 450(17%)
o |m| mm 190x190 | 230x220 280x250 300x300 330x350 | 400x430
capacity |yl (in) Tk | 9x8%) | (ixe%) | (1%x113%) | (18x18%) | (15%x17)
Max.Cutting Degree| mm 45'/90 45'1120 45°130 45140 45°1150 45'1160
Distance of Strokes| mm(in)l  120(4%%,) | 140(5 ) 140(5%) 140(5 %) 140(5 1) 160(6%,)
Strokes per min 105,125 80,100,120

Blade Size mm
(in)

350x32x1.6%8.3| 400x32x1.6%8.3

450x32x1.6x8.3| 500x38x2x10.3 [350x45x2.2510. 365045042 5123
(181 Yot )| (161 Joqex ) | (18K Jax el (2001 YolionSey) | (221800n%8) | (2Bx2x00x 4 )

Main motor

HP(KW)| 4P,1HP(0.75)

4P 2HP(1.5)

4P2HP(15)

4P 2HP(1.5)

4P,2HP(1.5)

4P3HP(2.2)

Measurement | mm  |1240x730x1010 | 1400xB50x1100 | 1470x850x1100 | 1550x850x1200 | 1550x850x1200 |170x940x1520
(LxWxH) (in) 148 Fx28!12x30 e {48 16 X33 s 4aNT I A3 Te 1AFa) (6138 04755) | (6183 1xd75e) (7T36x37X59%)
Weight kgs | 2701330 | 48s/545 520/580 |  600/66O 645/705 | 800/880
NeUGross | (bs) | (694/726) | (1067/1199) | (1144/4276) | (1320/1450) | (1419/1551) | (1760/1936)

® All specifications and designs are subject to change without notice.

Jl STANDARD EQUIPMENT:

= Complete hydraulic

system.

= |nfinitely variable saw feed pressure control.
+ Complete electric components with

motor protection.

+ Recirculating coolant system.

* Adjustable material

length stop.

= Equalixing bar for jaws.

= Nesting fixture for multiple sawing of stacked

Clamping device for short ends.

bars,small rounds and tubing.

e Material support stands.

= One saw blade ready for cutting.

KB kB-30-36-45

HYDRAULIC POWER HACK SAWS

= One set of necessary tools ,and tool box.

* One grease gum.

= One instruction and parts manual.

VERTICAL METAL CUTTING BAND SAWS

Il SPECIFICATIONS:

MODELS UNIT KB-30 KB-36 KB-45
Cutting  |throatdeprth | mm(in) 310 (12% ) 355 (14) 455 (17'3%;)
capacity | max,work height | mm(in) 175 (6%) 230 (9%;) 255 (104%)
Table size mm(in) | 500x400 (19%5x15%) | 500x400 (19}3x15%) | 600x500 (2314-19%)
Table inclination (4ways) 15° 15° 15°
Saw blade length mm(in} 2520 (99%) 2840 (1113;) 3490 (137%)
Saw blade width mm 3-16 3-16 3-16
Saw blade speeds miminifom}  20-90 (65-295) 20-90 (65-295) 25-115 (85-375)
Butt welder capacity mm(in) | 2.4KVA3-16mm(’s -%) | 2.4KVA 3-16mm{is-5%) | 2. 4KVA 3-16mm(lg-5)
Drive motor HP(KW)| 1/2HP (0.4) 1HP (0.75) 1HP (0.75)
Net weight (approx.) kgs(lbs) 225 (496) 250 (551) 300 (660)
Gross weight (approx.) kgs(lbs) 285 (628) 310 (683) 370 (814)

Measurement mm(in) 920x550x1680 940x560x1850 1110x660x2020

(LxWxH) (36%x21x66%;) | (373 x22x72'%,) (43%:x26x79';)

® All specifications and designs are subject to change without natice.

[} STANDARD ACCESSORIES:

= Saw blade butt welder with

integrated anneal

ing unit .

=Blade shear,grinder.
= Built-in blaole and tire cleaning brush.

=Low voltage work

ing lamp.

= One set of required tools.
= One instruction and parts manual.

B OPTIONAL ACCESSORIES:

= Rip Fence

for straight ,repeated cuttings
easily removable for varied size.

 Miter Protractor for angular cutting.

= Electro-magnetic switch and

overload protection.
= Groove Table.
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